
Newbury

Phone: +14405641234
14555 Ravenna Rd
Newbury, Ohio
Email: paul@oreillyequipment.com

2027 SH Truck Bodies - Dump Body - DRW 60" CA

Type Trailer or Truck Bed Category Dump Bodies

Stock# 0726-15936 VIN 0726-15936

Location Newbury Year 2027

Status Available Condition New

Manufacturer SH Truck Bodies Model DB4000-16-09.3S-SE

Floor Length 111in / 9ft 3in Floor Width 96in / 8ft

Floor Height 16in / 1ft 4in Weight 2465

https://oreillyequipment.com/unit/2027-sh-truck-bodies-dump-body-drw-60-ca-1201635

Price: $9,750.00

Description

SH TRUCK BODIES - DUMP BODIES

MODEL DB4000

STANDARD SPECS/FEATURES:

https://oreillyequipment.com/unit/2027-sh-truck-bodies-dump-body-drw-60-ca-1201635


Standard Dump Body includes 18" Cab Shield - 49" From Bottom Of Long Sills With Window
28" Up From Bottom Of Long Sills
Light Kit Consists Of S/T/T & Reverse Lights 1 Per Side, Marker & Clearance Lights With
Rubber Grommets & Wiring Harness
5' X 6.7 Lb. Structural Channel Long Sills
3" Formed Channel 12 Guage - Crossmembers on 12" O/C
12 Guage Steel Floor Formed With Inner Side Wall
12 Guage Outer Wall Sides With Box Formed Top And V-Formed Outside Wall
Front And Rear Posts 6" Higher Than Sides With Side Board Brackets
Available In 12", 16", And 20" Sides
DRW Standard Width 96" Outside And 86 -3/4" Inside
Painted Black With Primer Undercoat & Urethane Top (Other Colors Available)

OTHER AVAILABLE OPTIONS:

Fold Down Sides
No Tarp Kit

ALUMINUM TAILGATE SPECS:

Constructed With 3/16" Aluminum
Fully Boxed Frame With 2 Vertical Braces
Standard Height 6" Higher Than Sides
Double Acting With Bottom Release Pin At Rear Both Sides. Upper Is Quick-Release Screw
Pin Style
Standard With Spreader Chains and Banjo Eye Chain Holders On Rear Posts

HOIST & SUBFRAME STANDARD SPECS:

100" Long Universal Subframe Designed For Box Delete 56" C/A Chassis
Body Long Sills Sit Down In The Angle Subframe For A Lower Overall Mounting Height
Chassis Specific Mounting Brackets And Hardware Included. (FORD, DODGE, GMC, 2019
Or Newer)
Front Mount Telescopic Cylinder With 78" Stroke For A 47 Degree Dump Angle
Single Acting 12 Volt Power Unit Installed In Between Subframe Angles And Body Long Sills
Can Be Installed On Basically any 56" C/A Box Delete Chassis With Slight Modifications To
Subframe & Mounting Brackets

CLICK HERE To Learn More About SH Truck Bodies


