Jordan

Phone: +19522347770

16701 Greystone Ln. Jordan, MN 55352

Jordan, Minnesota

Email: Brianr@centraltrailers.com

2026 Cell-Tech Trailers 8.5x16 Galvanized Steel Cargo / Enclosed Trailer

. Cargo / Enclosed

Type Trailer or Truck Bed Category Trailer
Stock# 6490-J Location Jordan
Year 2026 Status Available
Condition New Manufacturer Cell-Tech Trailers
Model 8.5x16 Galvanized Floor Length 192in / 16ft

Steel
Floor Width 101in / 8ft 5in GVWR 12000
Weight 3250 Payload Capacity 8750
Color White Axles 2
Construction Galvanized Side Wall Height 84in / 7ft

10 Year Structural / 5
Warrant Year Dexter Axle / 10

y Year Panel
Delamination

https://www.centraltrailers.com/unit/2026-cell-tech-trailers-8-5x16-galvanized-steel-cargo-enclosed-

trailer-1228461

Price: $19,399.00



https://www.centraltrailers.com/unit/2026-cell-tech-trailers-8-5x16-galvanized-steel-cargo-enclosed-trailer-1228461
https://www.centraltrailers.com/unit/2026-cell-tech-trailers-8-5x16-galvanized-steel-cargo-enclosed-trailer-1228461

Description

CellTech 8.5X16ft Galvanized Steel White Enclosed Cargo/Toy Hauler Trailer with 7ft Interior
Height and Tandem 6000# Torsion Axles

Tandem 6000# Torsion Axles

Electric Brakes

ST225/75R15 Tires

Aluminum Wheels

6" Galvanized Steel Tube Main Frame (Double Tube)
16" o/c Crossmembers

2-5/16" Adjustable Demco Coupler
HD Drop Leg Jack

Flow Through Vent System

Wall Mounted Vertical E-Track (8pcs)
Roof Mounted Vertical E-Track (2pcs)
Anti-Skid Coating on Floor and Ramp
Finished Interior

All LED Lights

7-way Bergman Plug

LED Brake Away Kit

Interior Light

3500# Rear Ramp Capacity

The CellTech difference - Our Patented CellTech Panels Hold Up Where Aluminum Does Not.
Constructed from patented CellTech panels, our trailers are unlike any other trailer on the road.

¢ High Bending stiffness to weight ratio.

Extremely durable (10 year warranty!)

Made in the USA

Patented

Skins are hot-dipped galvanized 80ksi steel with an anti-corrosion primer and poly topcoat.
Core is hot-dipped galvanized steel bonded to the skins with toughened structural adhesive.




