
LOADER SPECIFICATION

A Maximum lift height to pivot pin 3402 mm 133.9 " 

B Maximum lift height under lever bucket 3138 mm 123.5 " 

C Clearance with bucket dumped 2558 mm 100.7 " 

D Reach at maximum lift height 360 mm 14.2 " 

E Maximum dump angle 58 58 

F Reach with bucket on ground 2156 mm 84.9 " 

G Maximum rollback angle 46 46 

H Digging depth 210 mm 8.3 " 

J Overall height in carry position 1780 mm 70.1 " 

L Depth of Attachment (to back of inner shell) 579 mm 21.9 " 

M Height of Attachment 557 mm 22.2 "

N Length of Attachment (to pivot pin) 841 mm 33.1 " 

Lift capacity to maximum height at pivot pin 1585 kgf 3494 lb

Breakout force at ground level, pivot pin 2455 kgf 5412 lb

Bucket rollback force at ground line 1656 kgf 3651 lb

Relief valve setting (Loader control valve) 180 kg/cm2 2560 psi

Rated Flow (Tractor System) 39.L/min 10.3 gpm

Lift Cylinder 70X40 mm 2.8X1.6 " 

Bucket Cylinder 70X40 mm 2.8X1.6 "

Bucket Width 1981 mm 78 "

Bucket Capacity 0.36 m3 12.8 ft3

Loader Total Weight (1+2+3) 840 kg 1852 lb

1 Weight of Boom & Quick Atta. 446 kg 983 lb 

2 Weight of Mounting Frame 231 kg 509 lb 

3 Weight of Bucket 163 kg 359 lb

Boom raising time 7.4 sec

Boom lowering time 5.2 sec

Bucket rollback time 3.3 sec

Bucket dumping time 4.3 sec


