
LOADER SPECIFICATION

A Maximum lift height to pivot pin 2984 mm 117.5 " 

B Maximum lift height under lever bucket 2766 mm 108.9 " 

C Clearance with bucket dumped 2275 mm 89.6 " 

D Reach at maximum lift height 541 mm 21.3 " 

E Maximum dump angle 55 55 

F Reach with bucket on ground 1952 mm 76.9 " 

G Maximum rollback angle 41 41 

H Digging depth 120 mm 4.7 " 

J Overall height in carry position 1324 mm 52.1 " 

L Depth of Attachment (to back of inner shell) 530 mm 20.9 " 

M Height of Attachment 530 mm 20.9 "

N Length of Attachment (to pivot pin) 690 mm 27.2 " 

Lift capacity to maximum height at pivot pin 1559 kgf 3437 lb

Breakout force at ground level, pivot pin 2151 kgf 4742 lb

Bucket rollback force at ground line 1829 kgf 4032 lb

Relief valve setting (Loader control valve) 175 kg/cm2 2489 psi

Rated Flow (Tractor System) 41.6 L/min 11.0 gpm

Lift Cylinder 65x35 mm 2.6X1.4 " 

Bucket Cylinder 60x35 mm 2.4X1.4 " 

Bucket Width 1830 mm 72 "

Bucket Capacity 0.27 m3 9.5 ft3

Loader Total Weight (1+2+3) 590 kg 1300 lb

1 Weight of Boom & Quick Atta. 325 kg 717 lb 

2 Weight of Mounting Frame 151 kg 334 lb 

3 Weight of Bucket 114 kg 251 lb

Boom raising time 5.2 sec

Boom lowering time 3.7 sec

Bucket rollback time 2.3 sec

Bucket dumping time 3.5 sec


